














FTR #490 ADHESIVE OR APPROVED

FTR 1/8" X 1" ALUMINUM BAR
ATTACHED @ 8"0.C.

6" WIDE FB-BASE (BRITE BASE)
CONCEALED FLASHING STRIP

HOT AIR WELD OR SOLVENT

FTB w/KYNAR MEMBRANE
FTR #490 ADHESIVE OR APPROVED

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

Z

FTR #490 ADHESIVE OR APPROVED

GALVANIZED ANNULAR RING
SHANK NAIL AT 6" 0.C.

4" WIDE FB-BASE (BRITE BASE)
CONCEALED FLASHING STRIP

HOT AIR WELD OR SOLVENT

FTB w/KYNAR MEMBRANE
FTR #490 ADHESIVE OR APPROVED

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

——WOOD BLOCKING

7

ATTACHED @ 250 LBF/FT

kL

Fiberlite

49 Seaman Corporation

BRITE vwkyrar’

GENERAL REFERENCE:

"ETB-K GS09,/11" TYPICAL WALL BASE FLASHING

APPLICABLE SYSTEMS: (FIBERTITE BRITE W/KYNAR MEMBRANE)
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7 6" WIDE FB-BASE (BRITE BASE) , ,
STRIP CENTERED OVER INSIDE NN ! i
CORNER AND HEAT WELDED | i |
% FTR #490 ADHESIVE OR APPROVED
I 6" WIDE FB-BASE (BRITE BASE)
LI STRIP CENTERED AT INSIDE CORNER | |
HOT AIR WELD LAPS i i
FTB W/KYNAR MEMBRANE L
N
/. . 4 - .
/ PRE-MOLDED INSIDE CORNER
7
PLAN VIEW
6" WIDE FB-BASE (BRITE BASE)
STRIP CENTERED OVER INSIDE
CORNER AND HEAT WELDED
FTR #490 ADHESIVE OR APPROVED
FTB W/KYNAR MEMBRANE i
6" WIDE FB-BASE (BRITE |
: BASE) STRIP CENTERED ‘ ‘
1 AT OUTSIDE CORNER
2 HOT AIR WELD LAPS
PLAN VIEW PRE-MOLDED OUTSIDE CORNER
ENERAL RGng)RgE%El TYPICAL INSIDE & OUTSIDE CORNER FLASHING
mer ItE APPLICABLE SYSTEMS. (FIBERTITE BRITE w/KYNAR MEMBRANE)
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NOTE:

USE FTB TOUCH-UP PROCESS ON THE

FB-BASE (BRITE BASE) FLASHING TO
MATCH KYNAR MEMBRANE COLOR.

FTR #101 SEALANT

STAINLESS STEEL
WORM GEAR CLAMP

ADHERE FLASHING TO PIPE WITH
FTR #490 ADHESIVE OR APPROVED
8" MIN. Ii N

FIELD WRAP PENETRATION WITH
FB-BASE (BRITE BASE) FLASHING

FB-BASE (BRITE BASE)
TARGET FLASHING

HOT AIR WELD

\\ }///———FTB W/KYNAR MEMBRANE

OR APPROVED

____////ﬂ/
PIPE PENETRATION

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

(GENERAL REFERENCE: | TYPICAL FIBERTITE BRITE w/KYNAR MEMBRANE
u - J FTB-K 6509/11
IbEI" ItE APPLICABLE SVSTENS: FIELD FABRICATED PIPE FLASHING
B_r@ REVISES DETAIL ISSUE DATE DRAWING NUMBER
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é h
FTR #101 SEALANT
STAINLESS STEEL
WORM GEAR CLAMP
ADHERE FLASHING TO PIPE WITH
FTR #490 ADHESIVE OR APPROVED
FIELD WRAP PENETRATION WITH
FB-BASE (BRITE BASE) FLASHING
FB-BASE (BRITE BASE)
TARGET FLASHING
, HOT AIR WELD
4 /FTB w/KYNAR MEMBRANE
S KYNAR REMOVAL, SEE NOTE #2
X Q‘\
e e N
SRS N FTR #490 ADHESIVE
PR OR APPROVED
L
e
PIPE PENETRATION
INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS
NOTES:
1. USE FTB TOUCH-UP PROCESS ON THE FB-BASE (BRITE BASE) FLASHING TO MATCH KYNAR MEMBRANE COLOR.
2. CAREFULLY MASK THE AREA WITH FIBERTITE-SCOTH BLUE TAPE LEAVING A 2" WIDE AREA WHERE KYNAR
FINISH NEEDS TO BE REMOVED FOR A WELDABLE SURFACE. APPLY "MEK" SOLVENT TO REMOVE THE KYNAR
FINISH FROM THE MEMBRANE, CLEAN ANY CONTAMINATES FROM THE MEMBRANE PRIOR TO WELDING.
SN ’ggg}’ﬁ TYPICAL FIBERTITE BRITE w/KYNAR MEMBRANE
iberlite APPLICABLE SYSTENS: FIELD FABRICATED PIPE FLASHING
BRITEW"”'Kynar@ REVISES DETAIL ISSUE DATE DRAWING NUMBER
ALL PREVIOUS| 09-20-11 | FTR-FTBP2
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jz///r——FIBERCLAD METAL FLASHING

5" WIDE FB-BASE FLASHING STRIP,
HOT-AIR WELDED IN PLACE

2" WIDE ALUMINUM TAPE

OVER JOINT

GAP AT BUTT JOINT PER
SPECIFICATIONS

COMPLETELY COVER AND SEAL INSIDE AND OUTSIDE CORNER
TRANSITIONS WITH HEAT WELDED FB-BASE (BRITE BASE)

FLASHING STRIPS PRIOR TO INSTALLING FTB w/KYNAR
MEMBRANE AND WALL FLASHINGS

FTB W/KYNAR FLASHING MEMBRANE
FTR #490 ADHESIVE OR APPROVED

APPROVED FASTENER
FIBERCLAD METAL FLASHING
HOT AIR WELD

WOOD BLOCKING
ATTACHED @ 250 Thf/ft

GALVANIZED ANNULAR RING
SHANK NAIL AT 6" 0.C.

——FTB w/KYNAR MEMBRANE

——FTR #490 ADHESIVE OR APPROVED

—INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

4II

7

GENERAL REFERENCE:
"FTB-K GS09/11"

iberlite

# Seaman Corpn ation
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APPLICABLE SYSTEMS:

TYPICAL "CLAD" METAL FLASHING
(FIBERTITE BRITE W/KYNAR MEMBRANE)

REVISES DETAIL ISSUE DATE DRAWING NUMBER

ALL PREVIOUS| 09-20-11
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2" WIDE
ALUMINUM TAPE -
OVER JOINT N

1/4" GAP

FIBERCLAD METAL

4" WIDE FLASHING STRIP,
HEAT WELDED IN PLACE

NOTE:

DESIRED.

HOT AIR WELD

FIBERCLAD METAL

GALVANIZED ANNULAR RING
SHANK NAIL AT 6" 0.C.

FB-BASE (BRITE BASE) FLASHING
STRIP

HOT AIR WELD
FTB W/KYNAR MEMBRANE —

FTR #490 ADHESIVE—
OR APPROVED

INSULATION ATTACHED PER—
SPECIFICATION REQUIREMENTS

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

BUTYL SEALING TAPE

FASTEN WITH GALVANIZED ANNULAR
RING SHANK NAILS AT 3" 0.C.

CONTINUOUS GALVANIZED METAL CLEAT

USE FTB TOUCH-UP PROCESS TO PAINT
CLAD METAL TO MATCH KYNAR IF

Fiberlite

47 Seaman Corporation

BRITE vwkyrar’

GENERAL REFERENCE:
"FTB-K GS09/11"

APPLICABLE SYSTEMS:

FIBERCLAD METAL EDGE FLASHING
FOR THE FIBERTITE BRITE W/KYNAR SYSTEM

REVISES DETAIL ISSUE DATE

DRAWING NUMBER
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NOTE:

BOTTOM LAYER OF INSULATION SHALL BE LAID DOWN IN
A STAGGERED PROFILE. STAGGER AND OFFSET TOP LAYER
OF INSULATION FROM BOTTOM LAYER TO PREVENT

ALIGNED EDGES.
L55—————1.5O-————€54

SMRP SECTION VIEW

FTR OR FTR-FB MEMBRANE
(ADHERED PER SPECIFICATION)

SMRP STRIP - HOT AIR WELD
(SPACING PER SPECIFICATION)

HOT AIR WELD

GYPSUM COVER BOARD "OPTIONAL"
(ADHERED)

INSULATION PER SPECIFICATION
(ADHERED)

ROOF DECK OR SUBSTRATE
(PREPARE AS SPECIFIED)

- — CENFRAL REFEREICE: COMPOSITE ROOF SYSTEM CROSS SECTION
iberlite oricaie sreas: | ("SMRP" SIMULATED METAL ROOF PROFILE)
"FTR ADO6" REVISES DETAIL ISSUE DATE DRAWING NUMBER
INTELLIGENT
ROOFING SOLUTIONS \ ALL PREVIOUS| 01-01-12 FTR-SMRPJ)






